
EMP 55

19-  Inch-  SAT   Multiswitch   for 1 Satellite   

Product information

Our 19-Inch-SAT-System was developed for the distribution of TV signals from a satellite system via coaxial cable. 
These multiswitch systEMP can be used as active units, in combination with input / output panels and each with a 19-
Inch-PSU (power supply unit). The 19-Inch-PSU is equipped with two power supply plug-in units for redundant operation.

Furthermore there is the possibility to combine this product with other 19-Inch-SystEMP from our online shop. In this 
regard we would like to refer you to our individual SAT project solutions.

All our products are conform with the safety requirements of EN60728-11.

Model EMP 5532-01 in RAL9005 Model EMP 5532-01 with integrated power supply unit in RAL7035
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EMP 55

Views of the model EMP 5532-01 in RAL7035

Front: Trunk | DC | TER | 1-16 User | n.u. | LED

Back: n.u. | n.u. | 17-32 User | TER | DC | LNB

Views of the model EMP 5532-01 with integrated power supply unit in RAL7035

Front Level up: Trunk | DC | TER | 1-16 User | LED PSU 2 | LED PSU 1
Front Level down: Dummy plate

Back Level up: n.u. | n.u. | 17-32 User | TER | DC | LNB
Back Level down: AC | Power supply plug-in unit (PSU) 1 | PSU 2 | Redundancy module

* Standard article - delivery in light grey (RAL7035)
** for the colour black (RAL9005) - suffix in model designation: EMP XXXX-XX-SW

Options such as "Surge protection / Other connection configurations" can be selected in the shop configurator.
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Technical data | 19-Inch-System | 1 Satellite for 8 to 32 users

Models

EMP 5508-01 EMP 5516-01 EMP 5532-01 EMP 5508-ENT EMP 5516-ENT EMP 5532-ENT

Power supply design Multiswitch with external power supply Multiswitch in combination with integrated power supply

Device power supply AC 90-260 50/60Hz | DC 18V 1,5A PSU 1: AC 85-264V 47-63Hz | DC 18V 2A

Redundant power supply - PSU 2: AC 85-264V 47-63Hz | DC 18V 2A

Inputs 4x | 1x 

Number of users 8 16 32 8 16 32

User amplification SAT
User loss SAT
User loss TER

-
3 dB ±2
3 dB ±2

-
3 dB ±2
4 dB ±2

3 dB ±3
-

4 dB ±3

-
3 dB ±2
3 dB ±2

-
3 dB ±2
4 dB ±2

3 dB ±3
-

4 dB ±3

User max. level SAT | TER 99 dBµV | 85 dBµV

Trunk amplification SAT
Trunk trough loss SAT
Trunk trough loss TER

-
7 dB ±2
4 dB ±2

-
10 dB ±2
3 dB ±2

3 dB ±3
-

3 dB ±2

-
7 dB ±2
4 dB ±2

-
10 dB ±2
3 dB ±2

3 dB ±3
-

3 dB ±2

Connector configuration
LNB Back side
Trunk Front side
User Front side
User Back side
DC Back side
Plug design

4x+1x
5x  
8x
- 

1x 
F-Connector

4x+1x
5x  
16x 
-

1x 
F-Connector

4x+1x
5x  
16x
16x 
1x 

F-Connector

4x+1x
5x  
8x
- 

1x 
F-Connector

4x+1x
5x  
16x 
-

1x 
F-Connector

4x+1x
5x  
16x
16x 
1x 

F-Connector

Enlargement Input/Output redirection

Option Surge protection / Other connection configurations

Colour of the frame RAL7035 light grey  / RAL9005 black

Weight 7 Kg

Width | Depth | Height (RU) 19 inch | 255 mm | 1 RU 19 inch | 255 mm | 2 RU
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EMP 55

Planning example of a SAT-System for 1 satellite and 32 users

Download 

Brochure

Operating instructions

Do you have questions regarding your project? 
Please contact us!

Elsner KG
Bergstrasse 14
6835 Zwischenwasser
Österreich
Phone: +436603005010
Contact: Mail   request  
WEB: https://elsner.biz
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Planungsbeispiel einer SAT-Anlage für 1 Satelliten und 32 Teilnehmer
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SAT-Signal

Quattro LNB

950-2200 MHz

Pegel (dBµV) 80 Stamm Ausgang
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Pegel (dBµV) 74 Stamm Ausgang
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32-fach Multischalter
3 3

Pegel (dBµV) 77 Stamm Ausgang Tln 77
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15 -5 -1 72 

25 -8 -1 69 

35 -11 -1 66 

45 -14 -1 63 

55 -17 -1 60 

65 -20 -1 57 

75 -23 -1 54 

85 -26 -1 51 

95 -29 -1 48 
105 -32 -1 45 

Status  Die empfohlenen Pegel von 55-75 dBµV
 werden eingehalten

 werden über- oder unterschritten

ELSNER KG 26. Sep 2020

Außenanlage:

Darstellung der von Ihnen ausgewählten 
Satellitenanzahl.

Option:

Darstellung der zur Verfügung stehenden 
Zusatzkomponenten.

Diese könnten sein:
Überspannungsschutz
Dämpfungsregler ESD 44-00
Festdämpfungsstecker EFD1-10
Eingangsverteiler für weitere Multischalter
Verstärkersysteme ESV 191-550/990/1717

Multischalter:

Darstellung des von Ihnen konfigurierten 
Multischalters.

Mit Standard SAT-
Steckdosen sind 

Teilnehmer 
Kabellängen von
5 bis 65 Meter 

möglich.

https://elsner.biz/
https://e1shop.elsner.biz/Kontakt
https://e1shop.elsner.biz/Kontakt
https://projekte.elsner.biz/_e_Betriebsanleitungen/BA_EMP55_en.pdf
https://projekte.elsner.biz/_e_Betriebsanleitungen/BA_EMP55_en.pdf
https://projekte.elsner.biz/_e_Prospekte/19Zoll_Multischalter_55P_en.pdf
https://projekte.elsner.biz/_pegel_planung/PP_EMS5532P.pdf

